




For further information please call our sales team on +44 (0)333 900 0671

7

  Adjustments, Control 
and Programming

Power Supply Choice

Programming Handsets DD-LCDHS and DD-LCDHS-LR

Our programming handset is available 
in two versions, the standard model for 
conventional height ceilings and the ‘LR’ 
version for use in high ceiling applications 
such as warehouses.

The handsets allow programming and 
control of all Direct Dim functionality 
including:

●	   switching and dimming channel control
●	   detection sensitivity
●	   lux hold-off and time delay
●	   step-down illuminance
●	   scene settings
●	   lamp burn-in settings

User Handset UHS

This handset allows the user to 
override the system detectors to turn 
lights on or off, adjust lux levels or 
select preset scenes.

User Handset UHS3

This handset allows the user to  
override the system detectors to turn 
lighting on or off.

User Handset UHS3 (2)

This handset allows the user to  
override the system detectors to turn 
lighting off.

Standard Power Supply Unit

●	 Provides absence and 
presence detection

●	 Standard profile 
(142 x 40 x 22mm)

●	 Uses a spring connection system for 
the terminals making it easy and  
quick to install.

●	 Up to 20 x (DSI/DALI) ballasts

●	 Up to 20 x (DSI/DALI) ballasts in Direct Dim relay version

●	 Up to 10 x (1–10V) ballasts in analogue relay version

Slim Line Power Supply Unit

●	 Provides presence detection

●	 Slim profile (145 x 20.5 x 22.5mm) 
which is ideal for concealing in 
T5 luminaires, where space is at  
a premium.

●	 Uses a spring connection system for 
the terminals making it easy and  
quick to install.

●	 Up to 10 x (DSI/DALI) ballasts

●	 Up to 4 x (DSI/DALI) ballasts in Direct Dim relay version

●	 Up to 4 x (1–10V) ballast in analogue relay version

Direct Dim detectors feature integral infrared receivers to allow the units  
to be programmed using the optional DD-LCDHS programming handset. 
This gives complete control over many of the operating parameters. 

Manual adjustments may also be made to the sensitivity, lux and time 
settings using the controls on the detector.

We have a choice of Power Supply Units for our detector ranges.  
The standard PSU provides absence and presence detection while  
the Slim Line PSU is an ultra compact unit which is perfectly suited  
within luminaires.
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Miniature PIR Presence Detectors

    

The EBMPIR series of luminaire mounted miniature PIR detectors 
are believed to be the smallest PIR detectors in the world, 
making them ideally suited for applications that require 
an unobtrusive solution or where space is at a premium. 

Choose from our wide range of components to create your perfect OEM solution.

Miniature  
PIR

Area of high sensitivity Area of lower sensitivity

Detection Pattern

2.8m

5m

	 +	 +	 =Head Fixing PSU OEM solution

Detector and extender bracket assembly

Miniature PIR Heads

Order Code Description

EBMPIR-B-L03 
Basic miniature presence/absence detector PIR head 
with 300mm lead

EBMPIR-B-L1 
Basic miniature presence/absence detector PIR head  
with 1 metre lead

EBMPIR-PRM-L03 
Premium miniature presence/absence detector PIR head  
with 300mm lead

EBMPIR-PRM-L1 
Premium miniature presence/absence detector PIR head  
with 1 metre lead

EBMPIR-DD-L03 
Direct Dim (DSI/DALI) miniature presence/absence detector  
PIR head with 300mm lead

EBMPIR-DD-L1 
Direct Dim (DSI/DALI) miniature presence/absence detector  
PIR head with 1 metre lead

EBMPIR-AD-L03
Direct Dim (1–10V Analogue) miniature presence/absence 
detector PIR head with 300mm lead

EBMPIR-AD-L1
Direct Dim (1–10V Analogue) miniature presence/absence 
detector PIR head with 1 metre lead

EBMPIR-PRM-SL-03
Premium miniature presence/absence detector PIR head 
with 300mm lead. For use with Slim Line PSU only

EBMPIR-PRM-SL-L1 
Premium miniature presence/absence detector PIR head 
with 1 metre lead. For use with Slim Line PSU only

EBMPIR-DD-SL-L03 
Direct Dim (DSI/DALI) miniature presence detector PIR head 
with 300mm lead. Use with Slim Line PSU

EBMPIR-DD-SL-L1 
Direct Dim (DSI/DALI) miniature presence detector PIR head 
with 1 metre lead. Use with Slim Line PSU

EBMPIR-AD-SL-L03 Direct Dim (1–10V Analogue) miniature presence detector 
PIR head with 300mm lead. Use with Slim Line PSU

EBMPIR-AD-SL-L1 Direct Dim (1–10V Analogue) miniature presence detector 
PIR head with 1 metre lead. Use with Slim Line PSU

EBMPIR-FRW flush ring fitting

EBMPIR-EXB20W & EBMPIR-ECW

EBMPIR-ECW head end cap fitting

Fitting Options

Flush mounting ring applied 
to moistureproof luminaire to 
aid maintenance and avoid 
detector damage.

This allows the beam detection pattern 
to be uninterrupted for critical areas.

This can apply to luminaires with 
limited internal mounting space.

Fixings

EBMPIR-FRW Miniature PIR head flush ring – white

EBMPIR-ECW Miniature PIR head end cap – white

EBMPIR-EXB20W 
Miniature PIR head extender bracket 
20mm hole & bush – white

EBMPIR-EXB16W 
Miniature PIR head extender bracket 
16mm hole & bush – white
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Dimensions for PIR heads and fixing options

EBMPIR-ECW end capEBMPIR with extender bracketEBMPIR miniature PIR head EBMPIR-FRW flush ring

Miniature PIR Power Supply Units (PSUs)

Order Code Description Relay Rating Dimming Output

 Standard PSUs EBMPIR-PSU-BR Basic/relay miniature PIR standard power supply unit 6A N/A

EBMPIR-PSU-PRMR Premium/relay miniature PIR standard power supply unit 6A N/A

EBMPIR-PSU-DDR Direct Dim (DSI/DALI)/relay miniature PIR standard power supply unit 6A Up to 20 DSI/DALI ballasts

EBMPIR-PSU-ADR 1–10V Analogue/relay miniature PIR standard power supply unit 6A Up to 10 1–10V ballasts

Slim Line PSUs EBMPIR-PSU-PRMR-SL Premium/relay miniature PIR Slim Line power supply unit 2A N/A

EBMPIR-PSU-DD-SL Direct Dim (DSI/DALI) miniature PIR Slim Line power supply unit N/A Up to 10 DSI/DALI ballasts

EBMPIR-PSU-DDR-SL Direct Dim (DSI/DALI)/relay miniature PIR Slim Line power supply unit 2A Up to 4 DSI/DALI ballasts

EBMPIR-PSU-ADR-SL 1–10V Analogue/relay miniature PIR Slim Line power supply unit 2A Up to 4 1–10V ballasts

Accessories Description

DD-LCDHS Programming handset for PRM & Direct Dim detectors

UHS User handset override on/off; lux up/lux down (PRM & Direct Dim models)

UHS3 User override remote handset on/off (PRM & Direct Dim models)

UHS3 (2) User override remote handset, off only (PRM & Direct Dim models)

Miniature PIR Presence Detectors

20 

3 

1.5

0.5

19 22

27
28

3

22 

87 
10 

19
 

1 

22
 

ø38 

31 

37 10 

22
 

32 

11

M13 x 1

All dimensions in mm

Dimensions for PSUs

Slim Line PSUStandard PSU 142 
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Compact Microwave Presence Detectors

The MWS5 range is a compact microwave  
presence/absence detector. 

The MWS5 has a compact head size, is simple to set up and easy to adjust. 

Choose from our wide range of components to create your perfect OEM solution.

Compact  
Microwave

Compact Microwave Heads

Order Code Description

MWS5-PRM-L03
Premium compact microwave presence/absence detector 
head with 300mm lead

MWS5-PRM-L1
Premium compact microwave presence/absence detector 
head with 1 metre lead

MWS5-DD-L03
Direct Dim (DSI/DALI) compact microwave presence/absence 
detector head with 300mm lead

MWS5-DD-L1
Direct Dim (DSI/DALI) compact microwave presence/absence 
detector head with 1 metre lead

MWS5-AD-L03
Direct Dim (1–10V Analogue) compact microwave presence/
absence detector head with 300mm lead

MWS5-AD-L1
Direct Dim (1–10V Analogue) compact microwave presence/
absence detector head with 1 metre lead

MWS5-PRM-SL-L03
Premium miniature presence microwave detector head with 
300mm lead. For use with Slim Line PSU only

MWS5-PRM-SL-L1
Premium miniature presence microwave detector head with 
1 metre lead. For use with Slim Line PSU only

MWS5-DD-SL-L03
Direct Dim (DSI/DALI) compact microwave presence detector 
head with 300mm lead. For use with Slim Line PSU

MWS5-DD-SL-L1
Direct Dim (DSI/DALI) compact microwave presence detector 
head with 1 metre lead. For use with Slim Line PSU

Area of high sensitivity Area of lower sensitivity

Detection Pattern

2.4m

8m

Fixings

MWS5-RMRC 
Compact microwave rear mounting  
ring – clear

MWS5-FRW Compact microwave flush ring – white

MWS5-SMBW 
Compact microwave surface mount 
bracket – white

MWS5-EXB16W 
Compact microwave extender bracket 
16mm hole & bush – white

MWS5-EXB20W 
Compact microwave extender bracket 
20mm hole & bush – white

MWS5-FRW flush ring fitting

MWS5-RMRC

MWS5-EXB16W extender bracket

Fitting Options

Flush mounting option for when a low 
profile is needed for aesthetics.

Internally mounted detector within 
luminaire where ingress protection  
is essential.

This allows the beam detection pattern 
to be uninterrupted for critical areas.

	 +	 +	 =Head Fixing PSU OEM solution

Detector and extender bracket assembly
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Compact Microwave Power Supply Units (PSUs)

Order Code Description Relay Rating Dimming Output

Standard PSUs MWS5-PSU-PRMR Premium/Relay compact Microwave Standard Power Supply Unit 6A N/A

MWS5-PSU-DDR Direct Dim (DSI/DALI)/Relay compact Microwave Standard Power Supply Unit 6A Up to 20 DSI/DALI ballasts

MWS5-PSU-ADR 1–10V Analogue/Relay compact Microwave Standard Power Supply Unit 6A Up to 10 DSI/DALI ballasts

Slim Line PSUs MWS5-PSU-PRMR-SL Premium/Relay Slim Line compact Microwave Standard Power Supply Unit 2A N/A

MWS5-PSU-DDR-SL Direct Dim (DSI/DALI)/Relay Slim Line compact Microwave Standard Power Supply Unit 2A Up to 10 DSI/DALI ballasts

Compact Microwave Presence Detectors

Dimensions for compact microwave heads and fixing options

MWS5-FRW flush ring MWS5-RMRC rear mounting ringMWS5-SMBWMWS5 compact  
microwave head

MWS5 with extender bracket
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Accessories Description

DD-LCDHS Programming handset for PRM & Direct Dim detectors

UHS User handset override on/off; lux up/lux down (PRM & Direct Dim models)

UHS3 User override remote handset on/off (PRM & Direct Dim models)

UHS3 (2) User override remote handset, off only (PRM & Direct Dim models)

Dimensions for PSUs

Slim Line PSUStandard PSU 142 
110 

Fixing centres 

40
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Fixing centres
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All dimensions in mm


